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WHAT IS POLYMER CONCRETE?

POLYMER CONCRETE IS SIMILAR TO CONVENTIONAL CONCRET!
CONTAINS SELECTED BLENDS OF AGGREGATES AND FILLER
TOGETHER UTILIZING A BINDER. THE BINDER IS A HI¢ S
CORROSION RESISTANT, THERMOSETTING RESIN. TI

REQUIRES A CURING AGENT (CATALYST) WHIC“

THE RESIN, TRANSFERS THE RESIN AND CURIN

A SOLID (THERMOSET POLYMER) WHICH BON

FILLERS, AND INTERNAL REINFORCEMENT.

IN THAT IT

How Is POLYMER CONCRETE USED
IN ORDER TO BUILD THE PIPE AND STRU(
COLLECTIONS SYSTEMS, THE POLYME
BEFORE THE CURING AGENT HARD!

MUCH LIKE THE WET-CAST PROCI
CEMENT CONCRETE PIPE. THE TY

NO LIMIT, GIVING POLYMER CON

AS INFRASTRUCTURE COMPONE

How DOES IT PERFORM?

POLYMER CONCRETE HAS SUPE

IT CAN BE USED IN A PH RANG

OWN PROTECTION FROM CORRGC
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POLYMER
CONCRETE
ADVANTAGES

* STRONG

OUR TYPICAL POLYMER CONCRETE
DESIGN COMPRESSIVE STRENGTH IS
9000 PSI, ALLOWING DESIGN
FLEXIBILITY WHILE RETAINING
FULL STRENGTH PERFORMANCE

e DURABLE

AsS A UNIFORM MATERIAL,
POLYMER CONCRETE HAS
CONSISTENT PHYSICAL PROPERTIES
BUILT IN, NOT ADDED ON

e ADAPTABLE

U.S. ComMPOSITE PIPE IS

COMMITTED TO FULL LINE PIPE AND
PRECAST MANUFACTURING, AS WELL
AS CUSTOM PRODUCTS FOR

SPECIAL APPLICATIONS

HERE ARE A FEW
ASTM STANDARDS
U.S. COMPOSITE PIPE
Uses



